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Lamps LEDs, ILVRIS production and importation 
 

Lamps LED are fabrication high quality and conform to different norms, notably RohS and the options
here below. 
 
Lamps can be in : 

� lighting in LED 
� variation of colors LED 
 
Option to your choise : 

� Tension:  V: 3 – 3.5 – 3.8 – 4 – 6 – 12 - 14 – 24 – 30 – 48 – 60 – 120 – 220/240V and other. 

� Power:  W: 0.1 – 0.3 – 0.5 – 0.8 – 1 – 1.2 – 3 – 9 W 
 spots: 3 – 6 – 10 – 15 – 40 – 48  
 appliance: between 3,15 W et 120 W 

� Courant : AC  -  DC 

� Soquet:  E// 5,5 / 10 / 12 / 14 / 27    -    B// 15 / 22    -    Navette 
  G// 5.3 – 13  -  GU10  -  fil nu  -  all differents sorts if you want (special orders) 

� Form:  tubular: T-25 mm 
ball: G-40 , G 45 , G 50 , G 60 , G 80 
standard: PS-60 , PS-80 
Paw paw 
Beehive 

� Total hight: between 25 mm and 105 mm 

� Glass:   polycarbonate opal or transparent 

� Colour: RGB (change of colors) 
 Cold white– warm white 
 yellow – orange - red 
  green – blue – purple , other colors if you want 

� Kelvin degree: all possibility between 2.000 and 10.000°Kv 

� Glassware: unbreakable 

� Base: aluminium – brass (copper) - nickel 

� Numbers points of maintenance: see list of CPB 

� Anode : 2 

� Lifetime:  in hours:  20.000 – 40.000 – 50.000 – 60.000 – 80.000 

� Lumens number: following power 

� Quantity of LED: 1 , 3 , 4 , 5 , 6 , 7 , 8 , 9 , 11 , 12 , 14 , 16 , 20 , 21 , 33 , 56 , 72 , 108  
and special production 

� IP 20 – IP 44 - IP 65 

� CE / ISO 

� LED Specifications:  
candela / led 
lumen / led 

 mili amp / led 
low (0,02W) – normal (0,07W) – strong (0,2W) – super flux (1W) – Cree or Luxéon (3W) 
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Les LEDs, production ILVRIS et importation 
 
Les lampes en LED sont de fabrication de haute qualité et répondant aux différentes normes, notamment 
RohS et aux options citées ci-après. 
 
 
Les lampes pourront être en : 

� allumage en LED 
� variation de couleur LED 
 
 
Option à déterminer par vos soins : 

� Tension:  V: 3 – 3.5 – 3.8 – 4 – 6 – 12 - 14 – 24 – 30 – 48 – 60 – 120 – 220/240V et autre 

� Puissance:  W: 0.1 – 0.3 – 0.5 – 0.8 – 1 – 1.2 – 3 – 9 W 
 spots: 3 – 6 – 10 – 15 – 40 – 48  
 appareil: entre 3,15 W et 120 W 

� Courant : AC  -  DC 

� Soquet:  E// 5,5 / 10 / 12 / 14 / 27    -    B// 15 / 22    -    Navette 
  G// 5.3 – 13  -  GU10  -  fil nu  -  toutes autres sortes sur demandes spéciales 

� Forme:  tube: T-25 mm 
boule: G-40 , G 45 , G 50 , G 60 , G 80 
standard: PS-60 , PS-80 
Paw paw 
Beehive 

� Hauteur totale: entre 25 mm et 105 mm 

� Verre:   polycarbonate opale ou transparent 

� Couleur: RGB (changeur de couleur) 
 blanc froid – blanc chaud 
 jaune – orange - rouge 
  vert – bleu – pourpre , autre sur demande 

� Degré Kelvin: toute possibilité entre 2.000 et 10.000°Kv 

� Verrerie: incassable 

� Culot: aluminium – laiton (cuivre) - nickel 

� Nombre de points de maintien: voir ossature du CPB 

� Anode : 2 

� Durée de vie:  en h :  20.000 – 40.000 – 50.000 – 60.000 – 80.000 

� Nombre de Lumens: suivant puissance 

� Quantité de LED: 1 , 3 , 4 , 5 , 6 , 7 , 8 , 9 , 11 , 12 , 14 , 16 , 20 , 21 , 33 , 56 , 72 , 108  
et production spéciale 

� IP 20 – IP 44 - IP 65 

� CE / ISO 

� LED Spécifications:  
candela / led 
lumen / led 

 mili ampère / led 
faible (0,02W) – normal (0,07W) – fort (0,2W) – super flux (1W) – Cree ou Luxéon (3W) 










































































































































